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Model No. PBP-205W PBP-210W PBP-215W PBP-220W PBP-225W PBP-230W

Maximum Power at STC (Pmax) 205Wp 210Wp 215Wp 220Wp 225Wp 230Wp

Maximum Power Voltage (Vmp) 28.8V 29.0V 29.1V 29.2V 29.4V 29.6V

Maximum Power Current (lmp) 7.12A 7.24 A 7.39A 7.53A 7.65 A 7.78A

Open circuit Voltage (Voc) 36.3V 36.4V 36.5V 36.6V 36.7V 36.8V

Short circuit Current (lsc) 7.76A 7.88A 7.99A 8.10A 8.25A 8.35A

Solar Cells Efficiency (%) 14.25% 14.75% 15.00% 15.50% 15.75% 16.00%

Module Efficiency (%) 12.52% 12.83% 13.14% 13.44% 13.74% 14.05%

Power Tolerance

Maximum System Voltage

Maximum Rated Current Senses

Temp. coefficient Voc

Temp. coefficient Isc

Temp. coefficient Power

Nominal operating cell temperature (NOCT)

±3%

600V(UL)/1000(TUV,VDE)VDC

15A

-0.35（±0.02）%/℃

0.05 (±0.0015) %/℃

-0.47（±0.05）%/℃

48±2℃
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